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Bora 28K 

Bora 9/24K 



 

Lomo Inverter 

  Flashing LED ~ 3 seconds OFF and Flashes   Indoor Flashing Times 

Code Error  Run LED Cool LED Heat LED 

E1  High Pressure Protection 1   

E2  Anti-Freeze Protection 2   

E4  Compressor Discharge Temp. Protection 4   

E5  AC Overload Protection 5   

E6  Indoor/Outdoor Communication 6   

E8  Anti High Temp. Protection 8   

EE  EEPROM Malfunction    15 

EU  IPM temp. High Protection   

F1  Indoor Ambient Sensor Open/Short Circuit   1   

F2  Indoor Coil Sensor Open/Short Circuit   2   

F3  Outdoor Ambient Sensor Open/Short Circuit   3   

F4  Outdoor Coil Sensor Open/Short Circuit   4   

F5  Compressor Discharge Sensor Open/Short    5   

F6  Overload Limit Descending Frequency   6   

F8  Overload Current Descending Frequency   8   

F9  Exhaust Air High Descending Frequency   9   

FH  Anti Freeze Limit Descending Frequency   

H1  Defrosting   1 

H2  Electrostatic Dust Protection   2 

H3  Compressor Overload Protection   3 

H4  System Operation Abnormal   4 

H5  IPM Protection   5 

H6  Indoor Fan Motor Malfunction 11   

H7  Compressor    7 

HC  PFC Protection   

HO  Heating Anti Temp. Declines   10 

L3  Fan Module Protection   

Lc  Startup Failure   11 

P5  Compressor Over Current Protection   15   

P7  Module Sensor Circuit    18 

P8  IPM Module High Temp Protection   19 

PH  DC Voltage High   11   

PU  Capacitor Charge Malfunction   17 

PL  Low DC Bus Voltage Protection   21 

U1  Compressor Current Circuit Malfunction   13 

U3  DC Bus Voltage Fluctuating   20 

U7  Reversing Valve Malfunction   

U9  Outdoor Unit Zero Cross Over Error   

C5  PCB Jumper Wire Cap Malfunction 15   



 
U-Match Fixed Speed 

EError E6 will also be Displayed when the Phase Rotation is wrong. 

This applies to 380v Systems only 



 
U-Match Inverter 

Error E6 will also be Displayed when the Phase Rotation is wrong. 

This applies to 380v Systems only 



 U-Match Inverter Malfunction 



 FGR Ducted Inverter 



 GMV ND450WPH/AR-X 



 Basic Troubleshooting 



 Common Pressure Guide 



 
Basic PT Chart 

  
R22 R134a R410A 

Saturated Saturated Saturated 

°C kPa psi kPa psi kPa psi 

-12 229 33.2 84 12.2 433 62.8 

-10 253 36.8 99 14.4 471 68.4 

-8 279 40.5 116 16.8 512 74.2 

-6 306 44.4 133 19.3 555 80.5 

-4 335 48.6 151 21.9 600 87 

-2 365 52.9 171 24.8 647 93.8 

0 397 57.5 191 27.8 697 101.1 

2 430 62.3 213 30.9 749 108.6 

4 465 67.4 236 34.3 804 116.5 

6 501 72.7 261 37.8 861 124.8 

8 540 78.3 286 41.5 921 133.5 

10 580 84.1 313 45.4 983 142.6 

12 621 90.1 342 49.6 1049 152.2 

14 665 96.5 372 53.9 1118 162.1 

16 711 103.1 403 58.4 1189 172.5 

18 759 1.1 436 63.2 1264 183.3 

20 809 117.3 470 68.2 1342 194.6 

22 861 124.8 507 73.5 1423 206.4 

24 915 132.7 544 79 1507 218.6 

26 971 1.8 584 84.7 1595 231.4 

28 1030 149.3 626 90.7 1687 244.7 

30 1091 158.2 669 97 1782 258.5 

32 1154 167.4 714 103.6 1881 272.9 

34 1220 176.9 761 1.4 1984 287.8 

36 1288 186.8 810 117.6 2091 303.3 

38 1359 197.1 862 125 2202 319.4 

40 1432 207.7 915 132.7 2317 336.1 

42 1508 218.8 971 1.8 2437 353.5 

44 1587 2.2 1029 149.2 2561 371.4 

46 1669 242.1 1089 157.9 2690 3.1 

48 1754 254.4 1152 167 2823 409.5 

50 1841 267.1 1217 176.5 2962 429.5 

52 1932 2.2 1284 186.2 3105 4.3 

54 2026 293.8 1354 196.4 3254 471.9 

56 2123 307.9 1427 207 3408 494.2 

58 2223 322.4 1502 217.9 3567 517.4 

60 2326 337.4 1580 229.2 3733 541.4 

62 2433 352.9 1661 241 3905 566.3 

64 2543 368.9 1745 253.2 4083 592.2 

66 2657 385.4 1832 265.8 4268 619 

68 2775 402.4 1922 278.8 4460 646.9 

70 2896 420 2015 292.3 4660 675.9 


